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T . o | P | Specification No DN: WT1738-131114-A0
WT-E0047-10dB
10dB Directional Coupler
Specifications
Serial| Parameters
1 Coupling 10+1.2dB
2 Frequency Range 0.5~6.0GHz
3 | Frequency Sensitivity +1.0dB
4 Insertion Loss <0.6dB (Excluding coupling losses)
5 | Directivity =18dB
6 | VSWR <1.3:1
7 | Power Handling 50W
8 Surface Finish Black Paint
9 | Connectors SMA-Female
10 | Net Weight 0.065 KG
11 | Configuration As Below (Size Unit: mm[inch])

\
|
|
——
|
\
\
|
|
|
\
\
|
|
|
D
\
\
\
\
11
[. 433]

k I Sy i
¥4—M2*5 DEEP (4) - _ *
6.5 ©
- 60 o
[2.362] Y i !

CPL e LOAD A

N2, _ 5'c
0,28 o8 4=
IN lop —= OUT
4 A ! ;

17
[.669]

- %0 e R )
[3. 543] i S e
- 113 _
[4. 449]

WT Microwave INC.
http://www.wtmicrowave.com E-mail: tech@wtmicrowave.com sales@wtmicrowave.com
http://www.cdweitong.com E-mail: tech@cdweitong.com sales@cdweitong.com
TEL:+86-28-84300332/84300037 FAX:+86-28-84300332-807
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